NOTES:
1.

ROAD

4" 10 6"

ANGULAR OR STRAIGHT
CURB STOP (LOCKING TYPE)

E NSNSV

SADDLE (FORD FC 101)
EPOXY COATED WITH
STAINLESS STEEL
BAND AND BOLTS

DR9 PE—4710 (CTS) PANTONE

TO PROVIDE PROPER LOCATION
FROM BACK OF CURB)

RECLAIMED WATER MAIN
CORP. STOP

L‘\\“\\“\\\“\\‘&

2" ABOVE GRADE

METER BOX AND LID SET
/ 1" TO

INSTALL BRASS TAIL PIECE
W/ PLUG UNTIL CONNECTION
IS MADE.

PURPLE ENDOPURE (CLEAR

CORE) POLY—2" IN DIAMETER (POLY CAN BE EXTENDED

OF METER; 16" TO 24”

METER REGISTER CENTERED
UNDER VIEWING ACCESS

METER BOXES SHALL BE INSTALLED BETWEEN SIDEWALK AND CURB WHERE APPLICABLE OR AT THE

PROPERTY LINE, CENTERED BETWEEN THE LOT LINES AND IN NO CASE SHALL IT BE INSTALLED IN THE
SIDEWALK OR OTHER PAVED AREAS.

ON NEW INSTALLATIONS, THE BACKFLOW PREVENTION DEVICES SHALL BE TESTED IN ACCORDANCE WITH
SEMINOLE COUNTY ORDINANCE 2006—3, SECTION 9.13 BEFORE THE METER INSTALLATION CAN BE
APPROVED FOR USE.

FOR ROADWAY CROSSINGS, ALL POLYETHYLENE SERVICE LINES SHALL BE INSTALLED IN A SCHEDULE 40
PVC SLEEVE. THE SLEEVE SHALL HAVE A NOMINAL DIAMETER OF A MINIMUM OF 1 INCH LARGER THAN
THE SERVICE LINE DIAMETER, BUT NOT EXCEEDING 4 INCH NOMINAL DIAMETER. THE SLEEVE SHALL
EXTEND A MINIMUM OF 12 INCHES BEYOND THE OUTSIDE EDGE OF THE ROADWAY PAVEMENT AND/OR
CURBING, THE DEPTH OF COVER OVER THE CASING SHALL BE A MINIMUM OF 24 INCHES BELOW THE

BASE COURSE OR 36 INCHES OF TOTAL COVER, WHICHEVER IS GREATER. THE ANNULAR SPACE AT THE

ENDS OF THE CASING SHALL BE SEALED WITH A CASING SEALER AND A FERNCO TYPE COUPLING WITH
STAINLESS STEEL CLAMPS SHALL BE INSTALLED.

POLY SERVICE LINE SIZED BY SERVICE CONNECTION AND SHALL BE PANTONE PURPLE ENDQT POLY.

MAINTENANCE OF THE BACKFLOW PREVENTION ASSEMBLY, PIPING AND APPURTENANCES DOWNSTREAM OF
THE METER SHALL BE THE RESPONSIBILITY OF THE OWNER. WITH
POTABLE WATER SHALL BE RETROFITTED WITH A REDUCED PRESSURE BACKFLOW PREVENTION ASSEMBLY

WHEN RECLAIM OR ALTERNATE WATER SUPPLY IS PRESENT.

METER BOX LID SHALL BE IDENTIFIED AS "RECLAIMED".
SEMINOLE COUNTY REQUIREMENTS.

THE LID SHALL BE PAINTED PURPLE PER

CURB STOP SHALL BE IDENTIFIED WITH THE WORDS "RECLAIMED WATER” CAST INTO THE LOCKING WING.

FERNCO TYPE COUPLING

STAINLESS STEEL CLAMPS
SEE NOTE 3.

T POLY SERVICE
PVC CHASE

RECLAIMED WATER TWO INCH (27) METER DETAIL
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